Serie CPVS 20 -40 HP / Dati tecnici
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CPVS 20/8 660 | 2517 | 2383 | 2244 = 20| 15 | 5595 | 69 |394|1204x805x1220
CPV5 20/10 417 = 2200 | 2210 | 1811 | 20 | 15 |7,5-12,5| 69 | 394 | 1204x 805x 1220
CPVS 25/8 850 | 3167 | 3100 | 2830 | - 25|19 | 5595 | 72 | 403 | 1204x805x1220
CPVS 25/10 617 = 2733 | 2676 | 2310 | 25 | 19 |7,5-12,5] 72 | 403 |1204x805x 1220
CPVS 30/8 1000 | 3700 | 3626 | 3209 = 30| 22 [ 5595 74 |419]1204x805x 1220
CPVS 30/10 798 = 3233 | 3169 | 2771 | 30 | 22 |7,5-125| 74 |419|1204x805x 1220
CPVS 40/8 1200 | 4170 | 4085 | 3770 - 40 | 30 | 55-95| 77 |447|1204x805x1220
CPVS 40/10 980 < 3633 | 3553 | 3121 | 40 | 30 |7.5-12,5| 77 |447|1204x805x1220
CPVS 20/8D 660 | 2517 | 2383 | 2244 - 20 | 15 [55-95| 69 |467|1659x805x1220
CPVS 20/10D 417 = 2200 | 2210 | 1811 | 20 | 15 |7,5-12,5| 69 |467 | 1659x805x 1220
CPVS 25/8D 850 | 3167 | 3100 | 2830 2 25| 19 [55-95| 72 |476|1659x805x1220
CPVS 25/10D 617 = 2733 | 2676 | 2310 | 25 | 19 |7,5-12,5| 72 |476| 1659x805x 1220
CPVS530/8D 1000 | 3700 | 3626 | 3209 - 30 | 22 | 5595 | 74 |[492|1659x805x1220
CPVS30/10D 798 = 3233 | 3169 | 2771 | 30 | 22 |7,5-12,5| 74 |492|1659x 805x 1220
CPVS40/8 D 1200 | 4170 | 4085 | 3770 = 40 | 30 | 5595| 77 |520|1659x805x1220
CPVS 40/10 D 980 g 3633 | 3553 | 3121 | 40 | 30 |7,5-12,5| 77 |520 | 1659x 805x 1220
CPV520/8D 660 | 2517 | 2383 | 2244 = 20 [ 15 [ 5595 69 |657|1939x805x 1841
CPVS 20/10D 417 e 2200 | 2210 | 1811 | 20 | 15 |7,5-12,5] 69 | 657 | 1939x 805 x 1841
CPVS 25/8D 850 | 3167 | 3100 | 2830 = 25| 19 [ 5595 72 |666|1939x805x 1841
CPVS 25/10D 617 - 2733 | 2676 | 2310 | 25 | 19 |7,5-125| 72 | 666 | 1939 x 805 x 1841
CPVS30/8D 1000 | 3700 | 3626 | 3209 - 30| 22 [ 5595 74 |682|1939x805x 1841
CPVS 30/10D 798 s 3233 | 3169 | 2771 | 30 | 22 |7,5-12,5| 74 |682|1939x805x 1841




